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Abstract
Geometric matching in general is a difficult unsolved problem in com-
puter vision. Fortunately, in many practical applications, some a priori
knowledge exists which considerably simplifies the problem. In visual
navigation, for example, the motion between successive positions is usu-
ally either small or approximately known, but a more precise registration
is required for environment modeling. The algorithm described in this
paper meets this need. Objects are represented by free-form curves, i.e.,
arbitrary space curves of the type found in practice. A curve is available
in the form of a set of chained points. The proposed algorithm is based
on iteratively matching points on one curve to the closest points on the
other. A least-squares technique is used to estimate 3-D motion from
the point correspondences, which reduces the average distance between
curves in the two sets. Both synthetic and real data have been used to
test the algorithm, and the results show that it is efficient and robust,
and yields an accurate motion estimate.
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1 Introduction
Most of the previous work on geometric matching focused on polyhedral objects;
geometric primitives such as points, lines and planar patches were usually used.
This is of course very limited compared with the real world we live in. Recently,
curved objects have attracted the attention of many researchers in computer
vision. This paper deals with objects represented by curves, particularly free-
form curves, i.e., arbitrary space curves of the type found in practice.

A free-form curve is represented by a set of chained points. Several matching
techniques for free-form curves have been proposed in the literature. In the
first category of techniques, curvature extrema are detected and then used in
matching [1]. However, it is difficult to localize precisely curvature extrema [2,
3], especially when the curves are smooth. Very small variations in the curves
can change the number of curvature extrema and their positions on the curves.
Thus, matching based on curvature extrema is highly sensitive to noise. In the
second category, a curve is transformed into a sequence of local, rotationally
and translationally invariant features (e.g., curvature and torsion). The curve
matching problem is then reduced to a 1-D string matching problem [4, 5, 6]. As
more information is used, the methods in this category tend to be more robust
than those in the first category. However, these methods are still subject to
noise disturbance because they use arclength sampling of the curves to obtain
point sets. The arclength itself is sensitive to noise.
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The methods cited above exploit global matching criteria in the sense that
they can deal with two sets of free-form curves which differ by a large mo-
tion/transformation. This ability to deal with large motions is usually essential
for applications to object recognition. In many other applications, for example,
visual navigation, the motion between curves in successive frames is in general
either small (because the maximum velocity of an object is limited and the
sample frequency is high) or known within a reasonable precision (because a
mobile vehicle is usually equipped with several instruments such as odometric
and inertial systems which can provide such information). In the latter case,
we can first apply the given estimate of the motion to the first frame to produce
an intermediate frame; then the motion between the intermediate frame and
the second frame can be considered to be small. In this paper we propose a
new method for the registration of curves undergoing small motion.

The key idea underlying our approach is the following. Given that the mo-
tion between two successive frames is small, a curve in the first frame is close
to the corresponding curve in the second frame. By matching points on the
curves in the first frame to their closest points on the curves in the second,
we can find a motion that brings the curves in the two frames closer (i.e., the
distance between the two curves becomes smaller). Iteratively applying this
procedure, the algorithm yields a better and better motion estimate. Interest-
ingly enough, during the preparation of this paper Besl and McKay published
a paper in PAMI (issue February 1992) which exploited the same idea [7]. Our
work is an independent and much improved treatment. See [8] for a more
detailed comparison.

2 Problem Statement

A 3-D (space) curve segment C is a vector function x : [a, b] —• K3, where a
and b are scalar. In computer vision applications, the data of a space curve
are available in the form of a set of chained 3-D points from either a stereo
algorithm [9] or a range imaging sensor [10]. If we know the type of the curve,
we can obtain its description x by fitting, say, conies to the point data [11, 12].
In this work, we shall use directly the chained points, i.e., we are interested in
free-form space curves without regard to particular curve primitives.

The use of chained points is equivalent to a piecewise linear approximation
to a curve. Let Xjj (j = 1,. . . , Ni) be the N{ chained points on the curve d.
The approximation error can be made arbitrarily small by increasing JV,- and
decreasing the distances ||x,j — XJJ_|_I||. At every point xtiJ-, we compute the
tangent direction u , j which will be used in the matching procedure. It is not
necessary in our algorithm to know precisely the tangent directions. We use
the simple estimate

except at the beginning and end points where
u,-,i = (x i | 2 -x . - .O/Hxi^-x^ i l l ,niiNi - (X,-,JV, -Xi,Ni-i)/\\xi,Ni - x ^ - i l l •

Given two 3-D frames of a scene observed at two different positions, each
containing a set of curves. Let C,- (i — l , . . . , m ) and C'k (k = l , . . . , n ) be
the curves observed in the first and second frames, respectively. Let x,-j (j =
l,...,Ni) and x'k l (/ = l,...,Nk) be the points on the curves & and Cj,
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respectively. The objective is to find the motion between the two frames, i.e.,
R for rotation and t for translation, such that the following criterion

iL £ £>, ,• d2{Bxi-j+*- c'k) • (1)

» = 1 ; = 1

is minimized, where d(x, C) denotes the distance of the point x to the curve C
(to be defined below), ptj takes value 1 if the point Xij can be matched to a
point on the curve C'k in the second frame and takes value 0 otherwise.

Furthermore, we assume the motion between the two frames is small or
approximately known. In the latter case, we can first apply the approximate
estimate of the motion between the two frames to the first one to produce an
intermediate frame; then the motion between the intermediate frame and the
second frame can be considered to be small.

3 Iterative Pseudo Point Matching Algorithm
We describe in this section an iterative algorithm for curve registration by
matching points in the first frame, after applying the previously recovered mo-
tion estimate (R, t), with their closest points in the second. A least-squares
estimation reduces the average distance between curves in the two frames. As
a point in one frame and its closest point in the other do not necessarily cor-
respond to a single point in space, several iterations are indispensable. Hence
the name of the algorithm.

3.1 Finding Closest Points

Let us first define the distance d(x,C'k) between point x and curve C'k, which
is used in Eq. (1), the criterion defined in the last section. If C'k is a para-
metric curve (x'k : [a,b] —>• M3), then d(x, C'k) = miriug^j,] d(x, x'k(u)) , where
d(xi,X2) is the Euclidean distance between the two points xi and X2, i.e.,
<i(xi, X2) = ||xi — X2||. In our case, C'k is given as a set of chained points xj . ,
(/ = 1 , . . . , iVjfe). We simply define d{x)C'k) — min(€{i,.-,JVk} d(x,x'k ,) . See [8]
for more discussions on the distance.

The closest point y in the second frame to a given point x is the one satis-
fying

d(x,y) = min d(x,Ci)= min min rf(x,xi.).
V ' J J * € { l r > } fc€{ln}»€{lJV} V * ' "

The worst case cost of finding the closest point is O(N£), where Nk is the
total number of points in the second frame. The total cost while performing
the above computation for each point in the first frame is O(NlnNk), where
JV?" is the total number of points in the first frame. The use of k-D trees can
considerably speed up this process, see the next section.

3.2 Pseudo Point Matching

For each point x we can always find a closest point y. However, because there
are some spurious points in both frames due to sensor capability, or because
some points visible in one frame are not in the other due to sensor/object
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motion, it probably does not make any sense to pair x with y. Many con-
straints can be imposed to remove such spurious pairings. For example, dis-
tance continuity along a curve, which is similar to the figural continuity in
stereo matching [13, 14], should be very useful to discard the false matches.
These constraints are not incorporated in our algorithm in order to maintain
the algorithm in its simplest form. Instead, we impose the following two simple
constraints, which are all unary.

The first is the maximum tolerance for distance. If the distance between a
point x,j and its closest one y,,j, denoted by d(xij,yij), is bigger than the
maximum tolerable distance Dmax, then we set ptj = 0 in Eq. (1), i.e., we
cannot pair a reasonable point in the second frame with the point x,-j. This
constraint is easily justified for we know that the motion between the two frames
is small and hence the distance between two points reasonably paired cannot
be very big. In our algorithm, Dmax is set adaptively and in a robust manner
during each iteration by analyzing distances statistics, as described below.

The second is the orientation consistency. It can be easily shown that the
angle between the tangent of point x and that of its closest point y can not
go beyond the rotation angle between the two frames [15]. Therefore, we can
impose that the angle between the tangents of two paired points should not be
bigger than a prefixed value 0, which is the maximum of the rotation angle
expected between the two frames. In our implementation, we set 0 = 60° to
take into account noise effect in the tangent computation. If the tangents can
be precisely computed, 0 can be set to a smaller value. This constraint is
especially useful when the motion is relatively big.

3.3 Updating the Matching

Instead of using all matches recovered so far, we exploit a robust technique to
discard several of them by analyzing the statistics of the distances. To this
end, one parameter, denoted by 2), needs to be set by the user, which indicates
when he considers the registration between two frames is good. See the next
section for the choice of the value 2).

Let .Djnax denote the maximum tolerable distance in iteration I. At this
point, each point in the first frame (after applying the previously recovered
motion) whose distance to its closest point is less than D]^x is retained, to-
gether with its closest point and their distance. Let {x,}, {yi}, and {d,} be
the resulting sets of original points, closest points, and their distances after the
pseudo point matching, and let TV be the cardinal of the sets. Now compute
the mean (i and the sample deviation a of the distances, which are given by

N
i , and a =

\ N

Depending on the value of /i, we adaptively set the maximum tolerable
distance Dl

max as shown below*:

; © then .Djnax — A1 + 3<r /* the regis t . is quite good */

*Here we assume the distribution of distances is approximately Gaussian when the regis-
tration is good. This has been confirmed by experiments. A typical histogram is shown in
Fig.l.
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else if n< 3© then Dl
m&x = p + la / * the regist. is s t i l l good */

else if n < 63) then D^M = fi + a /* the regist. is not too bad • /
else -^max =k /* t h e regist. is really bad */
endif

Here, f is the median of all the distances. That is, the number of d,'s less than
£ is approximately equal to the number of d,'s larger than

At this point, we use the newly set .D âx
to update the matching previously recov-
ered: a paring between x< and y,- is removed
if their distance d< is bigger than U^ax- The
remaining pairings are used to compute the
motion between the two frames, as to be
described below.

Because Dmax is adaptively set based on
the statistics of the distances, our algorithm
is rather robust to relatively big motion and
to gross outliers (as to be shown in the ex-
periment section). For example, when the
registration is really bad, only half of the
originally recovered matches are retained.
Even if there remain several false matches

Fig. 1. A histogram of distances

in the retained set, the use of least-squares technique yields still a reasonable
motion estimate, which is sufficient for the algorithm to converge to the correct
solution.

3.4 Computing Motion

At this point, we have a set of 3-D points which have been reasonably paired
with a set of closest points, denoted respectively by {x,} and {yx}. Let N be
the number of pairs. Because N is usually much greater than 3 (three points
are the minimum for the computed rigid motion to be unique), it is necessary
to devise a procedure for computing the motion by minimizing the following
mean-squares objective function

(2)
t = i

which is the direct result of Eq. (1) with the definition of distance given above.
Any optimization method, such as steepest descent, conjugate gradient, or com-
plex, can be used to find the least-squares rotation and translation. Fortunately,
several much more efficient algorithms exist for solving this particular problem.
They include quaternion method [16], singular value decomposition [17] and
dual number quaternion method [18]. We have implemented both the quater-
nion method and the dual number quaternion one. They yield exactly the same
motion estimate. See [8] for more details.

3.5 Summary

We can now summarize the iterative pseudo point matching algorithm as fol-
lows:
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• input: Two 3D frames containing m curves d and n curves C'k, respectively.
Each curve C is a set of chained 3D points x;-.

• output: The optimal motion between the two frames.
• procedure:

a) initialization
Z?J,ax is set to 202), which implies that every point in the first frame whose
distance to its closest point in the second frame is bigger than D^ax is

discarded from consideration during the first iteration. The number 20 is
not crucial in the algorithm, and can be replaced by a larger one.

b) preprocessing
(i) Compute the tangent at each point of the first frame,

(ii) Compute the tangent at each point of the second frame,
(iii) Build the k-D tree representation of the second frame (see the next

section).
c) iteration until convergence of the computed motion

(i) Finding the closest points satisfying the distance and orientation con-
straints,

(ii) Update the matching through statistical analysis of distances.
Compute the motion between the two frames from the updated matches.
Apply the motion to all points and their tangents in the first frame.

Several remarks should be made here. The construction and the use of Jfc-
D trees for finding closest points will be described in the next section. The
motion is computed between the original points in the first frame and the
points in the second frame. Therefore, the final motion given by the algorithm
represents the transformation between the original first frame and the second
frame. The iteration-termination condition is defined as the change in the
motion estimate between two successive iterations. The change in translation
at iteration I is defined as 8t = ||ti — ti_i| |/ | |ti | | . To measure the change in
rotation, we use the rotation axis representation, which is a 3-D vector, denoted
by r. Let 6 = ||r|| and n = r/||r||, the relation between r and the quaternion q

F sin(0/2)n 1 . . . .
is q = (9/2} " e n u s e quaternions because their difference
does not make much sense. We then define the change in rotation at iteration
I as <5r = ||ri — ri_i||/||ri|| . We terminate the iteration when both <5r and 5t
are less than 1%.

4 Practical Considerations
In this section, we consider several important aspects in practice, including
search for closest points, choice of the parameter 23, and coarse-to-fine search
strategy.

4.1 Search for Closest Points

As can be observed in the last section, the search for the closest point to a
given point is O(N) in time, where N = N£ is the total number of points in
the second frame. Several methods [19] exist to speed up the search process,
including bucketing techniques and k-D trees (abbreviation for k-dimensional
binary search tree). We have chosen k-D trees, because the curves we have
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Fig. 2. Illustration of a per-
fect registration to show how to
choose 3D

form chained points which are sparse in space. It is not efficient enough to use
bucketing techniques because only a few buckets would contain many points,
and many others nothing. The reader is referred to [8] for more details of the
implementation.

4.2 Choice of the Parameter ©

The only parameter needed to be supplied by
the user is 33, which indicates when the registra-
tion between two frames can be considered to be
good. In other words, the value of S3 should cor-
respond to the expected average distance when
the registration is good. When the motion is
big, 33 should not be very small. Because we set
D°,ax = 2033, if 33 is very small we cannot find
any matches in the first iteration and of course
we cannot improve the motion estimate. (A so-
lution to this is to set i3^ax bigger, say 3033).

The value of 33 has an impact on the con-
vergence of the algorithm. If 33 is smaller than
necessary, then more iterations are required for
the algorithm to converge because many good matches will be discarded at
the step of matching update. On the other hand, if 33 is much bigger than
necessary, it is possible for the algorithm not to converge to the correct solu-
tion because possibly many false matches will not be discarded. Thus, to be
prudent, it is better to choose a small value for 33.

We have worked out a better solution to 33 instead of an ad hoc choice. Let
D be the average distance between successive points in the second frame, that
is

D=Lk=iU=i l|Xfc,t-xM+ill

Consider a perfect registration shown in Fig. 2. Points from the first frame are
marked by a cross and those from the second, by a dot. Assume that a cross
is located in the middle of two dots. Then in this case, the mean fi of the
distances between two sets of points is equal to D/2. Therefore, we can expect
fi > D/2 when the registration is not perfect. In our implementation, we set
33 = D which gives us satisfactory results.

4.3 Coarse-to-Fine Strategy

As to be shown in the next section, we find fast convergence of the algorithm
during the first few iterations that slows down as it approaches the local min-
imum. We find also that more search time is required during the first few
iterations because the search space is larger at the beginning, as described
above. Since the total search time is linear in the number of points in the first
frame, it is natural to exploit a coarse-to-fine strategy. During the first few
iterations, we can use coarser samples (e.g., every five) instead of all sample
points on the curve. When the algorithm almost converges, we use all available
points in order to obtain a precise estimation.



354

5 Experimental Results
The proposed algorithm has been implemented in C. In order to maintain the mod-
ularity, the code is not optimized. In all the experiments described below, the same
parameters are used. The program is run on a SUN 4/60 workstation, and any quoted
times are given for execution on that machine.

We have tested our algorithm using computer-generated data with different levels
of noise. The results show that it is quite robust to noise. Due to space limitation,
we only provide in this section the experimental results with real data. The reader is
referred to [8] for more examples.

A trinocular stereo system mounted
on our mobile vehicle is used to take
images of a chair scene (the scene is
static but the robot moves). We show
in Fig. 3 two images taken by the first
camera from two different positions. The
displacement between the two positions
is about 4 degrees in rotation and 100
millimeters in translation. The chair is
about 3 meters from the mobile vehicle.

Fig. 3. Images of a chair scene taken by the -phe curve-based trinocular stereo
first camera from two different positions algorithm developed in our laboratory [9]

is used to reconstruct the 3-D frames
corresponding to the two positions. There are 36 curves and 588 points in the first
frame, and 48 curves and 763 points in the second frame. We show in the two left-
hand pictures of Fig. 4 the front view and the top view of the superposition of the
two 3-D frames. The curves in the first frame is displayed in solid lines while those in
the second frames, in dashed lines. We apply the algorithm to the two frames. The
algorithm converges after 12 iterations. It takes in total 32.5 seconds on a SUN 4/60
workstation and half of the time is spent in the first iteration (so we could speed up
the process by setting Z ) ^ , to a smaller value). The final motion estimate is

f = [-1.527 x 10~3, 6.639 x 10~2, 2.894 x 10~3]r ,

t = [-4.266 x 10°, -1.586 x 10°, -1.009 x 102]T .
The motion change is: Sr = 0.78% and t = 0.53%. The result is shown in the
two right-hand pictures of Fig. 4 where we have applied the estimated motion to the
first frame. Excellent registration is observed for the chair. The registration of the
border of the wall is a little bit worse because more error is introduced during the
3-D reconstruction, for it is far away from the cameras.

(front view)before registration(top view) (front view) after registration (top view)

Fig. 4. Superposition of two 3-D frames before and after registration: front and top views
Now we exploit the coarse-to-fine strategy. We do coarse matching in the first

five iterations by sampling evenly one out of every five points on the curves in the
first frame, followed by fine matching using all points. The algorithm converges after
12 iterations and yields exactly the same motion estimation as when only doing fine
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matching. The execution time, however, decreases from 32.5 seconds to 10.5 seconds,
about three times faster. If now we sample evenly one out of every ten points on
the curves in the first frame, and do coarse matching in the first five iterations and
fine matching in the subsequent ones, the algorithm converges after 13 iterations (one
iteration more), and the final motion estimate is

f = [-1.438 x 10~3, 6.653 x 10~2, 2.995 x 10~ 3]T ,

t = [-4.282 x 10°, -1.637 x 10°, -1.007 x 102]T ,

which is almost the same as the one estimated using directly all points. The motion
change is: Sr = 0.71% and t = 0.50%. The execution time is now 8.8 seconds.

6 Conclusions
We have described an algorithm for the registration of free-form curves, i.e., arbitrary
space curves of the type found in practice. We have used the assumption that the
motion between two frames is small or approximately known, a realistic assumption
in many practical applications including visual navigation. A number of experiments
have been carried out and good results have been obtained.

Our algorithm has the following features:

• It is simple. The reader can easily reproduce the algorithm.
• It is extensible. More sophisticated strategies such as figural continuity can be

easily integrated in the algorithm.
• It is general. First, the representation used is general for representing arbitrary

space curves of the type found in practice. Second, the ideas behind the algorithm
are applicable to (many) other matching problems. The algorithm can easily be
adapted to solve for example 2-D curve matching and 3-D surface matching.

• It is efficient. The most expensive computation is the process of finding closest
points, which has a complexity O(JVlog N). Exploiting the coarse-to-fine strategy
considerably speeds up the algorithm with only a small change in the precision of
the final estimation.

• It is robust to gross errors and can deal with appearance, disappearance and oc-
clusion of objects. This is achieved by analyzing dynamically the statistics of the
distances.

• It yields an accurate estimation because all available information is used in the
algorithm.

• It does not require any preprocessing of 3-D point data such as for example smooth-
ing. The data are used as is. That is, there is no approximation error.

• It does not require any derivative estimation (which is sensitive to noise), in contrast
with many other feature-based or string-based matching methods.

Our algorithm converges to the closest local minimum, and thus is not appropriate
for solving large motion problems. Two possible extensions of the algorithm to deal
with large motions have been described in [8]: coupling with a global method or
sampling the motion space.

In our algorithm, one parameter, the parameter 33, needs to be set by the user.
It indicates when the registration can be considered to be good. It has an impact
on the convergence rate. In our implementation, 5) is automatically computed using
the intervals of chained points. This method works well for all experiments we have
carried out. However, a better method probably exists. Intuitively, the parameter
2) is related not only to the intervals of chained points but also to the shape of the
curves. 5) should be smaller for rough curves than for smooth ones. We are currently
investigating this issue.

We are currently extending the algorithm to solve surface matching problems
arising in navigation. When a mobile vehicle navigates in a natural environment, a
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correlation-based stereo algorithm or a range finder provides a sequence of dense 3-D
maps. Only minor modifications are needed in order to produce an algorithm for
registering successive 3-D maps.

Acknowledgment: The author would like to thank Olivier Faugeras for stimulat-
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version.
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